SECTION 10 40 00

SAFETY SPECIALTIES

PART 1 - GENERAL

1.01 SECTION INCLUDES
A. Fire extinguishers.
B. Fire extinguisher cabinets.
1.02 RELATED SECTIONS
A. Fire hose cabinets are specified in Section 05 70 00 - Decorative Metal.
1.03 MEASUREMENT AND PAYMENT
A. General: Fire extinguishers and cabinets will not be measured separately for payment but
will be paid for as part of the Contract lump-sum price for Architectural Work.
1.04 REFERENCES
A. California Code of Regulations (CCR):
1. Title 24, Part 9, California Fire Code, Section 10.505. Portable Fire Extinguishers
B. National Fire Protection Association (NFPA):
1. NFPA 10 Portable Fire Extinguishers
1.05 SUBMITTALS
A. General: Refer to Section 01 33 00 - Submittal Procedures, and Section 01 33 23 - Shop
Drawings, Product Data and Samples, for submittal requirements and procedures.
B. Shop Drawings and Product Data: Submit Shop Drawings of installation details and

manufacturer's product data for fire extinguishers, extinguisher cabinets, and installation
accessories.

PART 2 - PRODUCTS

2.01 FIRE EXTINGUISHERS

A.

B.

RELEASE -R1.2

Multi-Purpose Dry Chemical Extinguishers: Provide nominal 5-pound or 20-pound capacity
extinguishers as indicated, rated as follows, unless otherwise noted:

L. 5 Pounds: UL Rating of 3A-10B:C.
2. 20 Pounds: UL Rating of 20A-120B:C. All other locations, except electrical rooms.

Carbon Dioxide Extinguishers: Provide nominal 20-pound capacity extinguishers as indicated,
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rated as follows:
1. 20 Pounds: UL Rating of 10-B:C. One for each electrical room.
Mounting Brackets: When extinguishers are indicated to be wall mounted without cabinets,

provide manufacturer's mounting brackets for sturdy, top and bottom support, properly sized for
type and size of extinguisher, and to resist lateral forces from a design seismic event.

2.02 FIRE EXTINGUISHER CABINETS

A.

Cabinets: Extinguisher cabinets shall be fully recessed type with flat trim or semi-recessed type
with rolled edge as indicated. Cabinets shall be standard manufactured type, of size required for
size of extinguisher, fabricated from Type 304 stainless steel with No. 4 finish, with solid
stainless steel door.

1. Door shall be unlockable. Furnished with standard stainless steel door pull.

2. Joints in cabinets shall be made watertight, and doors shall be gasketed to minimize
moisture intrusion. Provide weep holes in bottom of cabinet.

Cabinet Identification

1. Cabinets shall be labeled with the words "FIRE EXTINGUISHER" in one inch high letters,
Universal 65 or Helvetica style.

2. Letters shall be routed or engraved in the cabinet door and filled with exterior sign enamel,
black in color for stations and red in color for parking structure, as selected by the Engineer.

PART 3 - EXECUTION

3.01

A.

3.02

RELEASE -R1.2

INSPECTION
Verify that space in fire hose cabinets is sufficient to receive indicated fire extinguishers.
INSTALLATION

Install fire extinguishers and extinguisher cabinets plumb and level as indicated. Install securely
in place in accordance with the manufacturer's installation instructions and in compliance with
applicable requirements of the California Fire Code and NFPA 10.

END OF SECTION 10 40 00

SECTION 1040 00 BART FACILITIES STANDARDS

SAVE DATE: 8/4/2004 2:37 PM PAGE 2 OF 2 STANDARD SPECIFICATIONS



